CALIBRA V6 C25XE

FUEL DISTRIBUTOR PIPE – REMOVE + INSTALL
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Fuel escapes, observe safety measures and national
regulations.

Reduce fuel pressure via test connection (1) with Fuel
Pressure

Gauge KM-J-34730-91 - collect escaping fuel in suitable
container.
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Remove, Disconnect

Remove intake plenum - see operation
"Intake Plenum, Remove and Install".

Close off fuel lines - spring clamps

Remove fuel lines (1) from fuel distributor pipe -
counterhold on fuel distributor pipe (2).

Detach vacuum hose from fuel pressure regulator.
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Remove, Disconnect

Remove fuel distributor pipe (1) with injectors.

Remove tape loops from wiring harness as required.
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Remove, Disconnect

Detach wiring hamess plugs from injectors - note gaskets
in wiring hamess plugs.

Remove spring clips for injectors.
Carefully remove injector from fuel distributor pipe.
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Install, Connect

Insert injector in fuel distributor pipe and fasten with
spring clip.
Comnect wiring hamess plugs to injectors.
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Install, Connect

Install fuel distributor pipe (1) with injectors -
8 Nm/6 Ibf. ft.

Fasten tape loops to wiring hamess as required.
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Install, Connect

Fasten fuel lines (L) to fuel distributor pipe - counterhold
on fuel distributor pipe (2).

Remove spring clamps from fuel lines.

Comnect vacuum hose to fuel pressure regulator.

Install intake plenum - sce operation
"Intake Plenum, Remove and Install".





