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ELECTRICAL EQUIPMENT AND INSTRUMENTS

CHECK CONTROL
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CONTROL UNIT FOR CHECK CONTROL,
REPLACE

Remove, Disconnect

Glove compartment ~ group D {Mixed Air Heating (Interior),
Remove and Install Completely)

Wiring hamess plug fram contral unit (1), control unit.

lhus. shows control unit as seen from engine compartment,
Install, Connect

Gontrol unit, wiring hamess plug, glove compartment.

b 1678

CHECK CONTROL BULBS, REPLACE
(ANALOG INSTRUMENTS)

Remove, Disconnect mm\;\r
o

Instrument assembly - group N,
Relevant bulb from instrument assembly {turn to tha left).

1= Gleaning fluid level
2- Oillevel

3~ Goolant level € 564 3 2 1
4 Low beanvrear lamp

5~ Brake lamp/irailer brake lamp
6 - Brake lining thickness front

Install, Connect
Bulb, instrument assembly.

SENSOR FOR REMAINING COOLANT
QUANTITY, REPLACE

Remove, Disconnect

Wiring hamess plug, sensor for coolant compensating tank.

Install, Connect
Sensor, wiring hamess plug.
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SENSOR FOR REMAINING CLEANING FLUID
QUANTITY, REPLACE

Remove, Disconnect

Wiring harness plug, reservolr sensor.
fmportant]

Collect any cleaning fluid which may run out,
Install, Connect

Sensor, wiring hamess phug.
Top up cleaning fluid.

SENSOR FOR REMAINING ENGINE OiL
QUANTITY, REPLACE

Remove, Disconnect
Wiring harness plug from sensor, sensor from oit pan.

install, Connect

Sensor, wiring harness plug.

N-17
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